
 
BEV3.0 BUS F1  

Start of production in 2024 
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Field may be used for additional information, e.g. 

applicable country or region for the vehicle model. 
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Additional page(s) of rescue sheet 



 

 

 

 

 

1.Pull the overhand brake. 

2. Position of supporting drawing. 

 

 

 

 

 

1. The power switch is in the front left position of the vehicle, 

shut down the power of the device.  

 

 

 

 

 

1. Front passenger door. 

2. break out the side window.  

 

 

 

 

 

 
 

1. Vehicle on BEV. 

2. Beware of Flammable，Explosive，Corrosives，Acute toxicity，Environmental hazard，

Electricity . 

 

1. Identification / recognition 

2. Immobilisation / stabilisation / lifting 

3. Disable direct hazards / safety regulations 

4. Access to the occupants 

5. Stored energy / liquids / gases / solids 



 

 

  1. Rotate the safety valve and open the door to escape. 

  2.Use water to extinguish the fire. 

  3.Use ABC powder to extinguish the fire. 

  4.To indicate that a thermal infrared camera should be used to detect a fire. 

 

 

 

 1.Beware of Electricity . 

 2. Rescue by smashing the side window. 

 

 

1. The trailer is located in the front bumper position. 

   
2. Shut dowm  the power  of the device. 

3. Keep away from inflammable and explosive materials. 

 

 

 

 

6. In case of fire 

7. In case of submersion 

9. Location of HV components in the vehicle  

 

8. Towing / transportation / storage 


